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Envelope Temperature (at 
hottest point on envelope 

surface). Tg 220 °C 

a Measured without external shield in accordance with the 
current issue of EIA Standard RS-191. 

b Designed to mate with Duodecar 12-Contact Socket generally 
available from your local RCA Distributor. 

c As defined in the current issue of EIA Standard RS-239. 

d This rating is applicable when the duration of the voltage 
pulse does not exceed 15% of one horizontal scanning cycle. 
In a 525-line, 30-frame system, 15% of one horizontal scanning 
cycle is 10 

e Measured with a dc meter. 


OPERATING CONSIDERATIONS 

Socket terminals 2, 5, 6, 8 and 9 should not be used as 
tie points for external-circuit components. It is recom¬ 
mended that the socket tabs be removed to reduce the 
possibility of arc-over and to minimize leakage. 


TERMINAL DIAGRAM (Bottom View) 

Pin 1: Heater 
Pin 2: Do Not Use 
Pin 3: No Internal Connection p 
Pin 4: Plate 

Pin 5: Do Not Use nc(3 

Pin 6: Do Not Use |C(2 

Pin 7: Cathode 
Pin 8: Do Not Use 
Pin 9: Do Not Use J 

Pin 10: Plate 

Pin 11: No Internal Connection 
Pin 12: Heater 
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